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Kel-KPS™ Digital Display Power Supplies
Both the single and dual power supply provide 0-20V DC at 2A. The system comes with a bright LED
display(s), switchable between voltage and current. Built-in overload protection, overload indicator
LED and circuit breaker(s). Easy to control large crank knob(s). Rugged metal case. The dual power
supply has two independant power supplies in one box and is ideal for the dual maglev or other similar
products.  Durable product made in the USA.
841386 Kel-KPS™ #102 Digital Display Power Supply ........................................$295 or $275 ea./3+
841387 Kel-KPS™ #103 Dual Digital Display Power Supply ....................................$395 or $375 ea./3+

Kel-KPS™ Variable Power Supplies
Variable, regulated power supplies with low ripple and short circuit protection.
Ideal for electronic projects or for use with KELVIN®'s Power Pole™, Maglev
Racer™, Community Power Station™, etc. The #100 model has a variable
range of 0-16V DC, 1.5A. The #101 model supplies fixed voltages of 
1.5, 3, 4.5, 6, 9 and 12VDC at 1.5A.
841051 Kel-KPS™ #100 Variable Power Supply , 0-16VDC ..........................$125
841052 Kel-KPS™ #101 Variable Power Supply, Voltage Switch ........................$135

Compact 
Power Supplies

These compact power supplies incorporate an
externally controlled current cutoff circuit with an
LED indicating current overload. Protected against
short circuits and overloads.

Compact Power Supply
with Analog Output
This power supply has an output of 30VDC @ 5A.
120/240V AC input. Its features include fine and
coarse controls for voltage and current, and
contains two analog meters.

The supply incorporates an externally controlled
current cutoff circuit with an LED indicating current
overload. Protected against short circuits and
overloads. 
690047 ......................................$149 or $139 ea./3+

Compact Power Supply
with Digital Output
This power supply has an output of 50VDC @ 3A.
120/240V AC input. Its features include fine and
coarse controls for voltage and current, and
contains two 3-digit LED Volt / Current meters.
690046 ......................................................$249

Digital Display Power Supplies

Point-To-Point Wiring Kits

Variable 
Regulated Power Supply Kit
High-quality, metered variable power supply.
This kit includes project case, components,
chassis, drilling template, and needed
hardware. Requires point-to-point wiring,
drilling of chassis and does not have a PC
board. 1.5-12V DC.
840101 Kit ..........$37.95 or $35.95 ea./10+

Battery Charger & Power Supply Kit
You build it! Features a full wave circuit. This kit includes [4]
silicon rectifier diodes, parts and wiring diagram. Outputs 
9-12V DC. Requires point-to-point wiring, drilling of the chassis
and does not have a PC board. 
840014 Kit ......................................$12.45 or $11.95 ea./10+
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Model # 50LE 101LE 201LE 301LE

Stock # 990177 990326 990327 990329

Special 
Features Overload Protection

Audible continuity 
& Diode test

CAPACITANCE, FREQUENCY, 
Audible continuity & Diode test

AUTO RANGING, Aud. Cont., 
Diode/TO test, Analog Scale

Display 3.5 Digit, 1” H LCD 3.5 Digit, 1” H LCD 3.5 Digit, 1” H LCD 3.5 Digit, 1” H LCD

AC Volts 2 Ranges to 750V 200m-2-20-200-750v 2-20-200-750V 3.26/32.6/326/750V

DC Volts 5 Ranges to 1000V 200m-2-20-200-1000V 200m-2-20-200-1000v 326m/3.26/32.6/326/1000V

Current 
(Amps) DC: 5 ranges to 10A

AC/DC: 20µ-200µ-
2m-20m-200m-2-20A

AC: 2m-20m-200m-20A AC/DC:326µ/3260µ/
32.6m/326m/10A

Diode Yes Yes Yes Yes

Input 
Impedance 1M 10M 10M 10M

Capacitance
(Farads) — — 2000p-20n-200n-2µ-20µF 326nF-32.6µF

Resistance 
(Ohms) 5 Ranges to 2M 200-2K-20K-200K-2M-20M 200-2K-20K-200K-2M-20M 326-326M

Transistor NPN / PNP NPN/PNP hFE NPN/PNP hFE —

Auto 
Power Off No Yes Yes Yes

Data Hold No Yes Yes Yes

Frequency 
(Hertz) No No 2K-20Khz 32.6KHz-200KHz

Accuracy 
(Percent) +/- 0.5 +/- 0.5 +/- 0.5 +/- 0.5

Battery 9V 9V 9V 9V

Low Battery
Indicator Yes Yes Yes Yes

Size (mm) 133x45x22 191x89x35mm 191x89x35mm 188x91x32mm

Price
$19.95 each

or $18.95 ea./3+
$3.75 each

or $3.45 ea./5+
$29.95 each

or $27.95 ea./3+
★ $2.75 ea./10+ $17.95 ea./10+ $25.95 ea./10+ $35.95 ea./10+
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$39.95 each
or $37.95 ea./3+



Probes
Pin Tip to Pin Tip Test Probes Pairs with Leads
990021 Red/Black ............$2.95 or 2.65 ea./3+

Banana Plug/Pin Tip Test Probes
990066 Red/Black ..........$3.15 or $2.85 ea./3+

Thermocouple Probe K-Type Test Probes
720125 Yellow ............$19.95 or $18.95 ea./3+C

B

A

Substitution 
Boxes
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Digital Clamp Meter
Large Digital/Analog Display.
3,200 Count and 33 Segment Bar
Graph. Auto/Manual Ranging
Method. Backlighted Display.
Audible Continuity. Diode Test.
Available Continuity Test. Data
Hold. Peak Hold. Includes Deluxe
Molded Carrying Case.
• AC Voltage: 3/30/300V

|+1.0%, 750V +1.2%
• DC Voltage: 3/30/300V 

+0.8%, 1,000V +1.0%
• AC Current: 300A +2.0%,

1,000A <600A +2.0%, >600A +3.0%
• Resistance: 300W, 3kW, 30kW, 300kW, 3MW,

+1.5%, 30MW +2.0%
• Frequency: 30kHz +2.0%

* NOTE: Digital meter has been designed
according to IEC-1010-2-032 concerning
safety requirement for hand-held current
clamps for electrical measurement and test. 

720126 ......................$69.95 or $64.95 ea./10+

Analog Clamp Meter
With temperature measurement.
The Meter Lock Switch freezes
measured reading for closer
examination at safe location.
• AC Voltage: 150V, 300V, 750V
• DC Voltage: 60V
• AC Current: 6A, 60A, 300A
• Temperature: -20 to 150°C
• Resistance: 1W, 10W, 30W,

300W
Includes a manual, test leads, and
a carrying case. Requires a AA battery. 
720127 ..........................$69.95 or $64.95 ea./3+

Capacitance Sorting Meter
Large LCD display. Dual display mode:
4-digit and 3-digit. Battery powered,
auto-ranging, 5,000 count resolution
and wide frequency range: 0.1pf to
50mF. 10-memories for high/low
limit settings even if the power is
shut off. Static recording without calculation.
Relative mode. 10 special function modes.  
680121 ..............................$185 or $175 ea./3+

Panel Mount Meters
Panel mount meters require a 2” diameter hole. 
Panel Mount Voltmeters
660018 0-30V DC, 2400Ω..$10.95 or $9.95 ea./10+
660004 0-100V DC, 20KΩ..$10.95 or $9.95 ea./10+
990052 0-150V AC ............$9.95 or $8.95 ea./10+
660016 0-150V AC ........$13.95 or $12.95 ea./10+
660017 0-300V AC ........$14.95 or $13.95 ea./10+
Panel Mount Ammeters
660006 0-1mA DC, 1.2K ..$16.95 or $15.95 ea./10+
660009 0-100mA DC, 2Ω..$16.95 or $15.95 ea./10+
660002 0-10A DC, 0.2Ω ..$11.95 or $10.95 ea./10+
660019 0-25A DC, 0.2Ω ..$11.95 or $10.95 ea./10+

Student Meters
These student meters are
recommended for a variety 
of purposes. Meters feature
±2.5% accuracy. Available as a
ammeter or voltmeter.
Student Voltmeters
710172 0-3V DC ..................$9.95 or $9.45 ea./3+
710173 0-5V DC ..................$9.95 or $9.45 ea./3+
710174 0-10V DC ................$9.95 or $9.45 ea./3+
710175 0-3/15/300 DC......$11.95 or $10.95 ea./3+
Student Ammeters
710176 0-1mA DC ..............$9.95 or $9.45 ea./3+
710177 0-100mA DC ............$9.95 or $9.45 ea./3+
710178 0-1A DC ..................$9.95 or $9.45 ea./3+
710179 0-3A DC ..................$9.95 or $9.45 ea./3+
710180 0-10A DC ................$9.95 or $9.45 ea./3+

Projection Meters
Projection meters, with
clear scales and cases, 
are designed for class
demonstration & training.
When used on overhead
projectors, they will show
not only the readings, 
but also the range being
selected. Extended scales allow negative readings
for broader application. Accuracy is better than
+/-2.5%. Built-in damping feature allows fast
reading. Magnetic shielding prevents influence
from external magnetic field.
Voltmeter Projection Meter 0.5V-2.5V / 2V-10V
710182 ..........................$44.95 or $39.95 ea./3+

Ammeter Projection Meter
100mA-500mA / 500mA-2.5A
710183 ..........................$44.95 or $39.95 ea./3+

Galvonmeter Projection Meter 300uA-300uA
710184 ..........................$44.95 or $39.95 ea./3+

Galvanometer -500 µA – 0 – 500 µA
720135  ........................$29.95 or $26.95 ea./10+

Voltmeters 0-3V, 0-15V, 0-150V
720131 AC ....................$79.95 or $74.95 ea./10+
720132 DC ....................$29.95 or $26.95 ea./10+

Ammeter 0-50mA, 0-500mA, 0-5A
720133 DC ..................$29.95 or $26.95 ea./10+

Industrial
Continuity
Tester
Assembled. Requires ‘AA’ batteries (#220016).
340128 Continuity Tester ......$6.95 or $6.45 ea./3+

Continuity Tester Kit 
Processes involved include:
planning, identifying parts,
processing, manufacturing,
cutting, drilling, shaping and assembly with the
use of hand tools. Kit includes: solderless phone
tip with 1/2” beveled spacer, spring, self tapping
pan-head with fastening screws, PVC pipe, black
test lead wire, alligator clips & locking brad pins.
Requires [2] ‘AAA’ batteries (#220033).
840645 ..$5.95 or $5.45 ea./10+ or $4.95 ea./50+
841267 Parts Display Board............................$185

Data Line Monitor and Mini Tester
Identify interface problems. 8 LEDs
monitor voltage, clocking or no
signal present. Passive.
120068 ....$10.95 or $9.95 ea./3+

B
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A

Capacitor Substitution Box  
20 values: 100pF to 0.1mF. 
280097 ................$24.95 or $22.95 ea./3+

Resistor Substitution Box
24 Standard resistors from 1/2W.
280096  ................$24.95 or $22.95 ea./3+

Resistor Substitution Box 
1W, 1%; 1 to 11.111M in 1 Step 
280095 ................$49.95 or $47.95 ea./3+
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Digital Clock / Thermometer
Measures 0° C to +50° C using internal sensor.
Optional external sensor measures –20° C to 
+70° C. Includes setpoints that trigger outputs for
an alarm or external circuit. Has a 0.71" digit height with backlight. Runs 
on 1.3 - 1.7 VDC for clock/thermometer and 5 VDC for backlight.
660073 Digital Clock / Thermometer ............................$49.95 or $44.95 ea./3+

External Temperature Sensor 
660074 Increased Range of –20° C to +70° C ................$12.95 or $11.95 ea./3+

Digital Thermometer
and Controller Module 
Can be used as a stand alone temperature display
or add external switches and indicators to the
module to take advantage of its memory and
temperature alarms. Has high and low temperature memory, high and low
temperature alarms, 1 or 15 sec sampling rate, alarm buzzer output, -40° F
to +122° F range. Runs on 1 AA battery in it's molded battery compartment.
Large 1/2" H LCD display. Prewired external sensor with 3 1/2 feet of cable.
Includes instruction booklet with connection information. 
660069 Digital Thermometer / Controller Module ....................................$28.95

12/24 Hour Digital Alarm 
Clock with Snooze Alarm
Backlit display with 3/8" digit height. Clock runs
on 1.25 - 1.8 VDC and backlight on 5 VDC. 
660072 Digital Alarm Clock with 15/16” Digits ................$39.95 or $37.95 ea./3+

Totalising Counters
4 Digit Totalising Counter
Runs on 1.3 - 1.7 VDC. Counting
input and external reset can be a
contact closure or an open
collector device. Has a 10 count
per second max. counting rate.
Digit height is 3/8".
660075 4 Digit Totalising Counter ................................$16.95 or $15.95 ea./3+

8 Digit Totalising Counter
Runs on 2.7 - 3.3 VDC. Has high/low speed count inputs. Low speed counting
input and external reset can be a contact closure or an open collector device.
High speed counting input can be a switch closure or TTL/CMOS device.
Low speed counting input has a max. rate of 30 counts/sec. and the high
speed input is 10,000 counts/sec. max. Digit height is 5/16".
660076 8  Digit Totalising Counter ................................$24.95 or $23.95 ea./3+

Magnetic Tester
For science and
electronics. Finds 
North and South poles
of magnetic fields. 
Two-color LED and buzzer indication. Includes two LR44 batteries.
740118 ..................................................................$17.95 or $16.95 ea./3+

Electronics Design Workstations
Ideal for analog, digital, and microprocessor circuits. High and low buffered
logic indicators. 8-channel logic monitor. [8] selectable logic switches.
Function Generator with continuously variable sine, square and triangle
waveforms and TTL pulses. Triple output power supply offers fixed 5VDC
supply plus two variable outputs: +-1 to +-15VDC. Two open collector output
pulsers. Audio experimentation speaker. Removable breadboard area and
optional additional breadboard socket plates. Multiple features in one complete
test instrument saves hundreds of dollars needed for individual units.
680067 Desktop Workstation ............................................$325 or $295 ea./3+
680117 Portable Workstation ............................................$365 or $345 ea./3+

Advanced 
Electronics Trainer
Two open collector output pulsers. With
built-in multi-waveform function generator.
Quad Voltage power supply: 3 DC and 1
low voltage AC. Built-in logic probe with
pulse capture. BCD to 7-segment decoder
/display. 8-channel logic monitor.
680118 ........................................................................$595 or $545 ea./3+

Powered Breadboards 
with Power Supply
+5.5V DC to +18V DC / -5.5V DC to -18V DC @ 0.5A 
680119 ....................................$179.95 or $169.95 ea./3+

+12 to -12VDC @ 0.25A
680014 ....................................................................$195
Triple Output DC Power Supply 
with 2 Analog Meters
Two Variable Output: 1.3 to 20V DC
@0.25A. Fixed Output: +5V DC @ 1A.
Isolated outputs can be combined to
double voltage or current. External short circuit protected.
680110 ........................................................................$225 or $205 ea./3+

Triple Output DC Power Supply 
with Digital Panel Meter 
Two Variable Output: 1.5 to 18V DC @0.5A.
Fixed Output: +5V DC @ 1A. Isolated
outputs can be combined to double voltage
or current. External short circuit protected.
680111 ........................................................................$225 or $205 ea./3+

Four-in-One Test Station
100 KHz to 110 MHz RF Generator. 100
MHz, High Sensitivity Counter with 5 Digit
Display. 1 Hz to 1 MHz Function Generator.
Variable 32V, 2A DC Power Supply with
Adjustable Voltage and Current Limit.
Digital Readout for Voltage or Current.
680120 ........................................................................$985 or $965 ea./3+
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PURE WAVE Function Generators
Available in 4 Models: 2MHz, 5MHz, 10MHz and
20MHz. Frequency Stability of 0.1%, and Total
Harmonic Distortion of less than 1%. Built-in 5Hz
to 40MHz frequency counter with each model.
Units may be controlled remotely via standard RS-
232 communications interface. AM/FM modulation
(20MHz version). Linear and Log Sweep (except
on 2MHz version). Burst Mode (20MHz version).
680125 2MHz ......................$575 or $545 ea./3+
680126 5MHz........................$595 or $585 ea./3+
680127 10MHz ......................$645 or $625 ea./3+
680128 20MHz ......................$795 or $745 ea./3+

Digital 
Logic Probes
30ns Pulses. This logic probe features pulse
memory. Comes with coiled power cord, ball-type
power clips and a 1 year warranty. 
740087 25MHz ................$39.95 or $38.95 ea./3+
740088 50MHz ................$59.95 or $54.95 ea./3+

25ns Logic Probe 
Audio and visual features, tests all logic families
TTL/LS and CMOS/MOS digital circuits, color coded
LEDs indicate high, low or pulsed logic states. 
The high speed logic probe is capable of capturing
pulses of 25nsec. Simultaneous tone output
(high/low), 25MHz maximum input frequency.
282444 ..........................$21.95 or $19.95 ea./3+

Sine/Square/Audio Wave Generator
Wide range audio signal with sine/square wave
simultaneous outputs. Has a frequency range of 
20-200KHz square or 20Hz-2MHz sine.
690044 ................................$225 or $195 ea./3+

RF Signal Generator
100KHz-150MHz. 6 ranges. 100mVrms. +/- 3%
accuracy, with hi-lo switch and fine adjustment 
control. Includes test leads. 
690045 ................................$225 or $195 ea./3+

2-in-1 Logic Probe & Pulser Combo 
This combo device simplifies troubleshooting and
analyzing digital circuits.
Logic Probe Specifications 
• Frequency Response: 50MHz
• Detectable Pulse Width: 10ns
• Logic Threshold: TTL Hi 2.3V, Lo 0.75V, CMOS Hi

60% Vcc, Lo 15% Vcc, 7-18Vcc, Lo 40% Vcc
• Input Impedance: 120kW
• Operating Supply Voltage: 3-18V
• Max. Input Protection: +70VAC/DC @ 15 s.
• Power Supply Protection: +20V

Logic Pulser Specifications 
• Pulse Repetition Rate: 0.5/500Hz
• Pulse Width: 10ms
• Output Current: Pulser Mode @ 0.5Hz, 100mA sink/source,

Square Wave Mode @ 500Hz, 5mA sink/source
• Sync Input Impedance: 1MW
• Operating Supply Voltage: 5-15V
• Max. Sync Input Protection: +120VDC @ 30 s.
• Output Protection: +35VDC @ 30 s.
• Power Supply Protection: +20VDC @ 30 s.
282445 ..........................$34.95 or $32.95 ea./3+

Frequency Counter
10Hz-1GHz. Measures frequency, period and
totalize. 8-digit LED display. 10ppm stability. 
25mV sensitivity.
720099 ................................$325 or $295 ea./3+

Multi-Purpose 
Sweep Function Generator
Wide frequency range 0.2Hz to 2MHz. Provides sine,
triangle and square wave. Continuously variable 50
ohm output. Symmetry control provides duty-cycle
adjustment. Variable DC offset. Separate TTL output.
Sweep input allows VCO control of frequency.
680133 ................................$375 or $349 ea./2+

Sweep Generator
0.02Hz-2MHz. Frequency control. Outputs for sine,
triangle, square, pulse, ramp slewed sine and 
TTL square waves.
720098 ................................$295 or $275 ea./2+

10MHz Pulse Generator
Independent settings of pulse width and pulse
spacing. Has outputs from 0.1 Hz to 10 MHz. 
Four modes: run, triggered, gated, single shot.
Symmetrical square wave outputs. Complement
output—inverts waveform. Variable output for
CMOS circuits.
680124 ................................$375 or $355 ea./2+

5MHz Pulse Generator
Independent settings of pulse width and pulse
spacing. Outputs from 0.5 to 5MHz. Four modes:
run, triggered, gated and single shot. Symmetrical
square wave outputs. Complement output – inverts
waveform. Variable output for CMOS circuits
680021 ................................$365 or $345 ea./2+


